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 TETRA COMPACT 4                   
 THE ULTIMATE GENERATION 
BRUSHLESS SERVOMOTORS 



BRUSHLESS 

TECHNOLOGY

FEATURES AND BENEFITS

Synchronous brushless servomotor

Flange dimensions: 40 -  60 -  80 -  100 -  130 -  150 -  180 mm

0.16 Nm to 48 Nm rated torque

50 W to 7,5 kW rated output power

Rated winding vol tage 230 Vac and 400 Vac

Rated speed 6000rpm 

24 bi t  absolute encoder

TTL encoder,  absolute mult i turn encoder (Hiper face) ,  a lso avai lable.

Insulat ion c lass F (155 °C)

IP 65 (wi th o i l  seal )

Shaft  ba lancing c lass G 2,5 according ISO 1940

Ambient operat ion temperature f rom 0° C to +40° C

Opt ional  hold ing brake

Opt ional  shaft  seal ing

Ral  9005 black powder coat ing

UL [UL 1004],  CSA, CE, Rohs cert i f ied 

Reach compl iance

Motor Power Company  int roduces i ts  latest  generat ion brushless servomotors 

TETRA COMPACT 4 ,   10 poles  servomotors,  featur ing the newest engineer ing and 

manufactur ing technology,  that  a l lows motors d imension 30% shorter  than other brushless ser ies. 

A carefu l  se lect ion of  components,  h ighest qual i ty  standard and internat ional  cert i f icat ions 

assure that  th is ser ies is  opt imum for a responsive,  accurate and re l iab le automat ion. 

The servomotors support  a per forming 24 bi t  absolute magnet ic encoder,  featur ing 

compactness,  h igh resolut ion and accuracy,  for  h igh end appl icat ion requirements.  

TETRA COMPACT 4  brushless servo motors are the resul t  of  a complete ly new design and a modern product ion 

concept:  uncompromised qual i ty  and a wide range of  power rat ings make these servo motors ideal  for  modern 

machine per formance needs.
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PRODUCT LINEUP

TETRA COMPACT 4

Servomotor Type

Nominal 
Power Pn 

(ref. to 
3000 rpm)

Nominal 
Torque  

Mn (ref. to 
3000 rpm)

Peak Torque 
Mmax

Continuous 
Working 

Speed  nM

Maximum 
Working 
Speed  
nMax

Moment of 
Inertia

48 
Vdc

230 
Vac

400 
Vac

[W] [Nm] [Nm] [rpm] [rpm] [kg cm^2]

TC4 40 1A 50 0.16 0.56 6000 8000 0.0409 √ √

TC4 40 1B 100 0.32 1.12 6000 8000 0.0776 √ √

TC4 60 2A 200 0.64 2.24 6000 8000 0.274 √ √

TC4 60 2B 400 1.27 4.44 6000 8000 0.524 √ √

TC4 80 3A 400 1.27 4.44 6000 8000 1.14 √ √

TC4 80 3B 750 2.38 8.33 6000 8000 2.18 √ √

TC4 80 3C 1000 3.18 11.10 6000 8000 3.22 √ √

TC4 100 4A 1000 3.18 9.55 3000 6000 2.39 √ √

TC4 100 4B 2000 6.37 19.11 3000 6000 4.27 √ √

TC4 130 5A 300 2.86 8.59 1000 2000 6.62 √ √

TC4 130 5B 500 2.39 7.16 2000 3000 6.62 √ √

TC4 130 5C 600 5.73 17.19 1000 2000 6.62 √ √

TC4 130 5D 850 5.39 13.80 1500 3000 13.49 √ √

TC4 130 5E 900 8.59 25.77 1000 2000 9.69 √ √

TC4 130 5F 1000 4.77 14.30 2000 4000 6.62 √ √

TC4 130 5G 1500 7.16 21.48 2000 3000 9.69 √ √

TC4 130 5H 2000 9.55 28.65 2000 5000 13.49 √ √

TC4 150 6A 2500 9.55 28.65 2500 4000 TBD √ √

TC4 150 6B 4000 19.10 57.30 2000 4000 TBD √ √

TC4 150 6C 6000 28.65 85.95 2000 4000 TBD √ √

TC4 180 7A 2000 9.55 28.65 2000 4000 26.49 √ √

TC4 180 7B 3000 14.32 42.94 2000 4000 53.55 √ √

TC4 180 7B 3000 19.10 57.30 1500 4000 53.55 √ √

TC4 180 7D 3500 16.70 50.30 2000 4000 53.55 √ √

TC4 180 7E 4500 28.65 71.62 1500 4000 73.31 √ √

TC4 180 7F 5500 35.00 87.53 1500 4000 103.33 √ √

TC4 180 7G 7500 47.75 119.37 1500 4000 142.69 √ √
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Motor Power Company s.r.l.
Via Leonardo Da Vinci, 4
42024 Castelnovo Sotto   
Reggio Emil ia - Ital ia
Tel. 0039 0522 682710
Fax 0039 0522 683552
info@motorpowerco.it

Motor Power Company Asia Ltd.
Workshop 7, Shiny Science Park No. 
111, Dong Ting North Rd. 
215400 Taicang, Jiangsu Province 
P.R.China
Tel 0086 512 33337978
Fax 0086 512 53207871
infoasia@motorpowerco.com

motorpowerco.com
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